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(57) Abstract: The invention relates to a valve drive 
for a gas exchange valve (4) of a prime mover or work- 
ing machine, which comprises a magnetic rotor (12) 
that extends with a gas exchange valve (4) distal rotor 
section within a stator (1) provided with a current coil 
(18) so as to be longitudinally displaceable therein in 
such a manner that an end of the rotor (12) project- 
ing from the stator (1) actuates the gas exchange valve 

(11) when the current coil (18) is excited. The rotor 

(12) , in the area of the rotor section, is preferably con- 
figured as a vertically mobile rotor plate (1 1) having 
a flat side valve-type design, wherein individual mag- 
netic elements (21) are aligned in a plurality of planes. 

(57) Zusammenfassung: Die Erfindung betrifft ein 
Ventilantrieb fiir ein Gaswechselventil (4) in einer 
Kraft- oder Arbeitsmaschine, mit einem magnetischen 
Laufer (12), der sich mit einem vom Gaswechselventil 
(4) entfemt gelegenen Lauferabschnitt innerhalb eines 
mit einer Stromspule (18) versehenen Standers (1) 
langsbeweglich erstreckt, so dass ein aus dem StMnder 

(I) hervorstehendes Ende des Laufers (12) bei 
Erregung der Stromspule (18) das Gaswechselventil 

(II) betatigt. Der Laufer (12) ist im Bereich des 
Lauferabschnitts vorzugsweise nach Art eines 
Flachschiebers als vertikal bewegte Lauferplatte 
(11) ausgefuhrt, in der in mehreren Ebenen einzelne 
Magnetstiicke (21) ausgerichtet sind. 
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